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the officer in charge of the vessel the 
following plans: 

(a) General arrangement plans show-
ing for each deck the fire control sta-
tions, the various sections enclosed by 
fire-resisting bulkheads, together with 
particulars of the fire alarms, detect-
ing systems, the sprinkle installation 
(if any), the fire extinguishing appli-
ances, means of access to different 
compartments, decks, etc., and the 
ventilating systems including particu-
lars of the master fan controls, the po-
sitions of dampers, the location of the 
remote means of stopping fans, and 
identification numbers of the ven-
tilating fans serving each section. If 
cargo compartments are ‘‘specially 
suited for vehicles,’’ they shall be so 
indicated on the plan. Alternatively, at 
the discretion of the Commandant, the 
aforementioned details may be set out 
in any other medium, such as a booklet 
or on computer software, provided that 
the aforementioned details are avail-
able to each officer and a copy is re-
tained on board at all times and is ac-
cessible during emergencies. For ves-
sels constructed on or after September 
30, 1997 or for existing vessels which 
have their plans redrawn, the symbols 
used to identify the aforementioned de-
tails shall be in accordance with IMO 
Assembly resolution A.654(16). These 
identical symbols can also be found in 
ASTM Adjunct F 1626 (incorporated by 
reference, see § 35.01–3). 

(b) Plans showing clearly for each 
deck the boundaries of the watertight 
compartments, the openings therein 
with the means of closure and position 
of any controls thereof, and the ar-
rangements for the correction of any 
list due to flooding. 

(c) The information contained in the 
plans shall be kept up-to-date, and any 
changes shall be recorded as soon as 
possible. 

[CGD 95–028, 62 FR 51199, Sept. 30, 1997, as 
amended by USCG-2000–7790, 65 FR 58459, 
Sept. 29, 2000; USCG–2014–0688, 79 FR 58280, 
Sept. 29, 2014] 

§ 35.10–5 Muster lists, emergency sig-
nals, and manning—T/ALL. 

The requirements for muster lists, 
emergency signals, and manning must 
be in accordance with subchapter W 

(Lifesaving Appliances and Arrange-
ments) of this chapter. 

[CGD 84–069, 61 FR 25287, May 20, 1996] 

§ 35.10–15 Emergency lighting and 
power systems—T/ALL. 

(a) Where fitted, it shall be the duty 
of the master to see that the emer-
gency lighting and power systems are 
tested and inspected at least once in 
each week that the vessel is navigated 
to be assured that the system is in 
proper operating condition. 

(b) Internal combustion engine driv-
en emergency generators shall be test-
ed under load for at least 2 hours, at 
least once in each month that the ves-
sel is navigated. 

(c) Storage batteries for emergency 
lighting and power systems shall be 
tested at least once in each 6-month 
period that the vessel is navigated to 
demonstrate the ability of the storage 
battery to supply the emergency loads 
for the period of time specified in table 
112.05–5(a) of this chapter. 

(d) The date of the tests required by 
this section and the condition and per-
formance of the apparatus shall be 
noted in the vessel’s Official Logbook 
or in logs or records considered to take 
the place of the Official Logbook. 

[CGFR 65–50, 30 FR 16709, Dec. 30, 1965, as 
amended by CGFR 70–143, 35 FR 19905, Dec. 
30, 1970] 

Subpart 35.15—Notice and Re-
porting of Casualty and Voy-
age Records 

§ 35.15–1 Notice and reporting of cas-
ualty and voyage records—TB/ALL. 

The requirements for providing no-
tice and reporting of marine casualties 
and for retaining voyage records are 
contained in part 4 of this chapter. 

[CGD 84–099, 52 FR 47535, Dec. 14, 1987; 53 FR 
13117, Apr. 21, 1988] 

Subpart 35.20—Navigation 
§ 35.20–1 Notice to mariners; aids to 

navigation—T/OCLB. 
(a) Licensed officers are required to 

acquaint themselves with the latest in-
formation published by the Coast 
Guard and the National Geospatial-In-
telligence Agency regarding aids to 
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